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EVOline® Express
treble socket rail Type 905
France, Belgium, Poland 2)
with contact protection
black
specification ST 18

specification GST 18

specification Wago WINSTA®

905.40.011

905.40.015
 

905.40.110

 

auf Anfrage

EVOline® Express
treble socket rail Type 905
France, Belgium, Poland 2)
with contact protection
red, for protected circuit
specification ST 18

specification GST 18

specification Wago WINSTA®

905.40.012

905.40.016
 

905.40.210

 

auf Anfrage

EVOline® Express
treble socket rail Type 905
USA/Canada 2) (Type: 5-15)
without contact protection 
black
specification ST 18

specification GST 18

specification Wago WINSTA®

905.60.011

905.60.015
 

905.60.110

 

auf Anfrage

EVOline® Express
treble socket rail Type 905
USA/Canada 2) (Type: 5-15)
without contact protection 
red, for protected circuit
specification ST 18

specification GST 18

specification Wago WINSTA®

905.60.012

905.60.016
 

905.60.210

 

auf Anfrage

EVOline® Express
treble socket rail Type 905
Australia 2) 10A
without contact protection 
black
specification ST 18

specification GST 18

specification Wago WINSTA®

905.70.011

905.70.015
 

905.70.110

 

auf Anfrage

EVOline® Express
treble socket rail Type 905
Australia 2) 10A
without contact protection 
red, for protected circuit
specification ST 18

specification GST 18

specification Wago WINSTA®

905.70.012

905.70.016
 

905.70.210

 

auf Anfrage

EVOline® Express

2) Table of countries on Page 152
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EVOline® Express
treble socket rail Type 905 
China 2) 10A
without contact protection
black
specification ST 18

specification GST 18

specification Wago WINSTA®

905.80.011

905.80.015
 

905.80.110

 

auf Anfrage

EVOline® Express
treble socket rail Type 905
China 2) 10A
without contact protection 
red, for protected circuit
specification ST 18

specification GST 18

specification Wago WINSTA®

905.80.012

905.80.016

905.80.210

 

auf Anfrage

EVOline® Express

2) Table of countries on Page 152
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EVOline® Express Accessories

EVOline® Express
Supply cable
with safety contact angular plug
with two touch guard systems
Germany, Austria 2)
and plug connection
 

socket connector ST 18, black, 3.0 m

socket connector GST 18, black, 3.0 m

socket connector ST 18, black, 4.0 m

socket connector GST 18, black, 4.0 m

socket connector ST 18, black, 5.0 m

socket connector GST 18, black, 5.0 m

900.60.301

900.60.305

900.60.401

900.60.405

900.60.501

900.60.505

6,23 
5,97 
7,26 
7,00 
8,30 
8,04 

EVOline® Express
Supply cable
with safety contact angular plug
with two touch guard systems
Germany, Austria 2)
and plug connection

socket connector ST 18, red, 3.0 m

socket connector GST 18, red, 3.0 m

socket connector ST 18, red, 4.0 m

socket connector GST 18, red, 4.0 m

socket connector ST 18, red, 5.0 m

socket connector GST 18, red, 5.0 m

900.60.302

900.60.306

900.60.402

900.60.406

900.60.502

900.60.506

6,23 
5,97 
7,26 
7,00 
8,30 
8,04 

More cable lengths available for our EVOline Express modules.
Cable for Wago WINSTA® version available.
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EVOline® Express Accessories

EVOline® Express Supply cable
with plug
United Kingdom 13 A
and connector

socket connector ST 18, black, 3.0 m

socket connector GST 18, black, 3.0 m

911.60.301

911.60.305

9,86 
9,60 

EVOline® Express
Supply cable
with safety contact angular plug
United Kingdom 13 A
and connector

socket connector ST 18, red, 3.0 m

socket connector GST 18, red, 3.0 m

911.60.302

911.60.306

9,86 
9,60 

EVOline® Express
Supply cable
with safety contact angular plug
Denmark 10 A
and connector

socket connector ST 18, black, 3.0 m

socket connector GST 18, black, 3.0 m

900.64.301

900.64.305

 
 

EVOline® Express
supply cable 
with safety contact angular plug 
Denmark, EDV
and connector 
red, for protected circuit

socket connector ST 18, red, 3.0 m

socket connector GST 18, red, 3.0 mm

900.65.302

900.65.306

EVOline® Express
supply cable 
black

with plug and plug connection 
Switzerland 10 A
socket connector ST 18, black, 3.0 m

socket connector GST 18, black, 3.0 m

with plug and plug connection 
Switzerland 16 A
socket connector ST 18, black, 3.0 m

socket connector GST 18, black, 3.0 m

900.62.301

900.62.305

900.66.301

900.66.305

 
 
 
 

More cable lengths available for our EVOline Express modules.
Cable for Wago WINSTA® version available.
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EVOline® Express
Supply cable
red, for protected circuit 

with plug and plug connection 
Switzerland 10 A
socket connector ST 18, red, 3.0 m

socket connector GST 18, red, 3.0 m

with plug and plug connection 
Switzerland 16 A
socket connector ST 18, red, 3.0 m

socket connector GST 18, red, 3.0 m

900.62.302

900.62.306

900.66.302

900.66.306

EVOline® Express
Connection Cable
with plug and socket connector

specification ST 18, black, 0.2 m

specification GST 18, black, 0.2 m

specification ST 18, black, 0.5 m

specification GST 18, black, 0.5 m

specification ST 18, black, 2.5 m

specification GST 18, black, 2.5 m

specification ST 18, black, 3.0 m

specification GST 18, black, 3.0 m

specification ST 18, black, 5.0 m

specification GST 18, black, 5.0 m

900.70.021

900.70.025

900.70.051

900.70.055

900.70.251

900.70.255

900.70.301

900.70.305

900.70.501

900.70.505

EVOline® Express Accessories

More cable lengths available for our EVOline Express modules.
Cable for Wago WINSTA® version available.
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EVOline® Express
Connection Cable
with plug and socket connector

specification ST 18, red, 0.2 m

specification GST 18, red, 0.2 m

specification ST 18, red, 0.5 m

specification GST 18, red, 0.5 m

specification ST 18, red, 2.5 m

specification GST 18, red, 2.5 m

specification ST 18, red, 3.0 m

specification GST 18, red, 3.0 m

specification ST 18, red, 5.0 m

specification GST 18, red, 5.0 m

900.70.022

900.70.026

900.70.052

900.70.056

900.70.252

900.70.256

900.70.302

900.70.306

900.70.502

900.70.506

4,67 
4,41 
5,97 
5,71 
6,23 
5,97 
8,30 
8,04 

EVOline® Express
Coupling cable
with ST 18 plug and GST 18 socket
connector to connect the modules of
the old ST 18 system with those of the
new GST 18 system

black, 0.2 m

red, 0.2 m

990.90.097

990.90.206

7,78 
7,78 

EVOline® Express Closure cap
to cover unassigned connectors

socket ST 18, black

socket GST 18, black

900.80.041

900.90.194

0,42 
0,42 

EVOline® Express Accessories

More cable lengths available for our EVOline Express modules.
Cable for Wago WINSTA® version available.
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EVOline® Express
Module connector
for a safe connection of
plugged EVOline®-modules

black

red

911.83.001

911.83.002

0,42 
0,42 

EVOline® Express Accessories

More cable lengths available for our EVOline Express modules.
Cable for Wago WINSTA® version available.

The problem

The problems at the workstation:
- Why do computers suffer cascade failures
	 that cause annual insurance damage in
	 the millions due to faults in the mains or
	 in a device, in the event of a short circuit
	 or a near lightning strike?
- How can you bring order to the tangle of
	 cables on the desk?
- How do you protect yourself against
	 unnecessary power consumption and an
	 expensive loss of data?
- How do you separate the EDP power
	 circuit from the rest of the network
	 without structural measures, to avoid
	 destructive, disruptive influences?

The problems at home:
- Why are there almost one hundred deaths
	 because of electric shock and fires
	 triggered by cable overload annually in
	 Germany alone?
- How can cable scorching arise without
	 your main fuse reacting, and thus
	 endanger your family?
- Why are you surrounded completely by
	 darkness when a fuse switches off, in
	 order to then blindly make your way to
	 the stairs to switch it on?
- How do you protect your high-quality
	 electronic equipment against damage?
- Why are cheap multiple sockets usually
	 completely unsuitable for your purposes?

The philosophy

EVOline® Express
Decentralized power distribution

Move away from central fuses, towards
decentralized switching and distributing
circuits that are as small as possible

Protect, switch, separate, secure and bring
order, directly where faults occur in the
supply network

Separate switched and protected circuits
for high-performance electronic devices

The solution

Protected power circuit: RED

Red marks the power circuit or the section
of the supply that must be protected by the
security modules. Sensitive equipment must
be connected as close as possible to the
filtering and over voltage devices.
All high performance equipment that can
be damaged by fluctuations in the supply
are connected here: computers and EDP
peripherals, entertainment and presentation
technology products.

Standard power circuit: BLACK

Black marks the power circuit or the section
of the supply that may be protected by
the security modules. Use black for devices
that are relatively insensitive to supply
fluctuation but that can cause disruptions
to sensitive devices in their turn:
fluorescent lights, vacuum cleaners or other
standard devices.

Ask your insurer!

The advantages

Statistical surveys by major insurance
companies show that fires and other kinds
of damage are frequently triggered by
overheated devices or overloaded multiple
sockets.

Protect yourself and your high-quality
equipment by using mobile EVOline®
Residual Current Devices (RCD), MCB
over-current switches, near lightning
strike over-voltage protection and
interference suppression filters.

Summary

At Schulte Elektrotechnik, we will fashion
your power interface into a secure unit
of function and design. We have been
honoured with the reddot award, one of
the highest prizes for design, innovation
and function, for this. Leading companies
from all sectors of the European economy
know the problems described and trust our
system.
We continue to develop the EVOline®
System further.

We shall be glad to advise you. Ask us.

Incidentally, we are very often asked:
What is the difference between residual
current (RCD) and over-current (MCB)
protection switches?

All currents that flow from the supply to
the consumer‘s equipment and back are
measured in the residual current device
(RCD). The sum of these currents is always
physically nil (Kirchoff‘s law). If this is ever
not the case in a circuit (e.g. if current is
diverted through a human body or an
intrinsic resistance), a residual current that
can endanger people is flowing, and the
RCD disconnects the consumer from the
supply within a maximum of 50
milliseconds.

Thus, the RCD serves to protect people
and against fire!

All currents that flow from the supply to
the consumer‘s equipment are measured in
the over-current protection switch (MCB).
In the event of excess current, that is,
a current above the nominal allowed
current (e.g. because of a short circuit),
the consumer will be disconnected from
the supply.

Thus, the MCB serves to protect cabling
and equipment!
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EVOline® CableManagement

EVOline® SubDesk
Cable aperture,
reaching through table

consisting of:
lid, table insert
and template

lacquered in silver color

lacquered in black color

934.10.000

934.11.000

Cable aperture

in EVOline® Port - Design

Rocking Cover and sleeve made
of plastic, lacquered in silver color 931.00.253

Cable aperture

in EVOline® Port - Design

Rocking Cover and sleeve made
of plastic, black 931.00.326

Cable aperture

in EVOline® Port - Design

Rocking Cover made of solid stainless
steel and sleeve made of plastic
lacquered in tone 931.00.327
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EVOline® CableManagement

EVOline® Floor Outlet
Floor inlet/outlet
cable aperture for installation
in double and hollow floors
construction made of halogen free 
polyamide
assembly through
installation aperture (112 mm)

plastic, grey
floors to be cleaned dry

floors to be cleaned wet

plastic, black
floors to be cleaned dry

floors to be cleaned wet

992.00.040

992.00.041

992.00.042

992.00.043

EVOline® Bridge
Aluminium cable link
can be fixed with screws
(screws not included in delivery)
with decorative black trim

with four CableClips
Length 500 mm

Length 800 mm

Length 1,200 mm

with eight CableClips
Length 1,600 mm

Length 2,000 mm

935.01.050

935.01.080

935.01.120

935.01.160

935.01.200
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EVOline® Bridge
Aluminium cable link
with double sided tape

with decorative black trim

with four CableClips
Length 500 mm

Length 800 mm

Length 1,200 mm

with eight CableClips
Length 1,600 mm

Length 2,000 mm

935.02.050

935.02.080

935.02.120

935.02.160

935.02.200

EVOline® CordTrack
Aluminium Floor Duct

Can be fixed with screws
(screws not included in delivery)
aluminium floor duct with two chambers

Length   500 mm

Length   800 mm

Length   1,200 mm

Length   1,600 mm

Length   2,000 mm

935.10.050

935.10.080

935.10.120

935.10.160

935.10.200

EVOline® CordTrack Distributor

Distribution housing for
aluminium floor duct 935.19.001

EVOline® WireLane
Duct undereath table

Can be fixed with screws
can be joined successively flexible
Length 650 - 1,000 mm

plastic black

plastic grey

935.20.100

935.21.100

EVOline® CableManagement
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EVOline® WireLane 
Strain relief in plastic
plastic black RAL 7021
with two clamps for cables

provision for WireLane 935.29.001

EVOline® CableFlex
Tube for cables in plastic for bundling
loose cables, black
Diameter 15 mm, length: 50 m

Diameter 20 mm, length: 30 m

Diameter 25 mm, length: 20 m

935.30.001

935.31.001

935.32.001

EVOline® CableFlex
Insertion/Removal Tool

Diameter 15 mm

Diameter 20 mm

Diameter 25 mm

935.39.001

935.39.002

935.39.003

EVOline® CableManagement
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EVOline® e-place equipment

EVOline® SideWinder 270
infinitely variable TFT-Monitor Arm with 
Vesa standard monitor mounting for 
75x75/100x100, max. weight 16 kg
Length of monitor arms 270 mm
Length of vertical post 400 mm
colour: aluminium
with clamps for mounting on top of table 
for working tops up to 35 mm

with mounting through hole in table

992.00.004

992.00.017

EVOline® SideWinder 430 
infinitely variable TFT-Monitor Arm with
Vesa monitor mounting for 75x75/100x100
max. monitor weight 16 kg
length of monitor arm 430 mm
length of vertical post 400 mm
colour: aluminium
with clamp for mounting on top of table for 
working tops up to 35 mm

with mounting through hole in table

992.00.005

992.00.018

EVOline® SideWinder Twin Arm 
infinitely variable TFT-Monitor Arm
for two TFT monitors with
Vesa Monitor Mounting for 75x75/100x100
max. monitor weight 16 Kg
colour: aluminium
length of monitor arm 430 mm 
with clamp for mounting on top of table for 
working tops up to 35 mm

with mounting through hole in table

992.00.006

992.00.019

 

EVOline® SideWinder Toolbar 
for mounting more than one TFT monitor
to be fixed to the middle rail
outer monitors can be rotated to opposite 
directions
colour: aluminium

Length      800 mm
Length   1,200 mm
Length   1,600 mm

992.00.051
992.00.052
992.00.053

Please order 2 vertical posts separately!!!

EVOline® SideWinder

EVOline® SideWinder Individual

The EVOline® SideWinder Vertical Post and toolbar
can be combined for a variety of applications. We manufacture according
to dimensions specified by you. Please consult our sales department.
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EVOline® e-place equipment

EVOline® SideWinder Vertical  
Colour: aluminium
with clamps for mounting on top of table 
for working tops up to 35 mm

Length   400 mm
Length   800 mm

for mounting through table
tops up to 35 mm
Length   400 mm
Length   800 mm

992.00.007
992.00.008

992.00.047
992.00.048

Please order TFT Monitor Arms separately!!!

EVOline® SideWinder TFT-Monitor Arms
Colour: aluminium

mounted to vertical

Length of arm      90 mm
Length of arm    270 mm
Length of arm    430 mm 

992.00.054
992.00.056
992.00.057

EVOline® SideWinder TFT-Monitor Arms

for fixing to toolbar

Length of arm      90 mm
Length of arm    270 mm
Length of arm    430 mm

992.00.055
992.00.049
992.00.050

EVOline® CPU Clamp
for Tower Computers

 
clamp made of aluminium
for installation underneath table 
colour: aluminium 992.00.001

EVOline® Mobilé 
TFT Monitor Arm made of solid aluminium
adjustable in height in 5 positions, with stop
incl. clamping device for mounting
to table
Length of post 400 mm

Colour: silver
Length of arm   315 mm

Length of arm   540 mmn

Colour: chrome
Length of arm   315 mm

Length of arm   540 mm

992.00.020

992.00.021

992.00.022

992.00.023
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EVOline® e-place equipment

EVOline® Mobilé	
TFT Holder made of solid aluminium
adjustable in height in 5 positions 
for mounting to wall
length of post  400 mm

Colour:  silver
Length of arm  315 mm

Length of arm  540 mm

Colour:  chrome
Length of arm  315 mm

Length of arm  540 mm

992.00.028

992.00.029

992.00.030

922.00.031

EVOline® Mobilé
TFT holder made of solid aluminium
adjustable in height in 5 positions
for mounting to ceiling 
length of post 400 mm

Colour:  silver
Length of arm  315 mm

Length of arm  540 mm

Colour:  chrome
Length of arm  315 mm

Length of arm  540 mm

992.00.032

992.00.033

992.00.034

992.00.035

EVOline® Mobilé	
TFT-Monitor Arm made of solid aluminium
adjustable in height in 5 positions for instal-
lation through hole in table
length of post 400 mm

Colour:  silver
Length of arm  315 mm

Length of arm  540 mm

Colour:  chrome
Length of arm  315 mm

Length of arm  540 mm

992.00.024

992.00.025

992.00.026

992.00.027
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EVOline® e-place equipment

EVOline® Mobilé DockIt 
plate of smoky-coloured acrylic,
410 x 410 mm, for positioning a laptop
incl. rubber mat and two stops for 
positioning of laptop
length of post 400 mm
installation through hole in table
Length of arm: 514 mm

Colour:  silver

Colour:  chrome

992.00.038

992.00.039

EVOline® Laptop Safe
digital combination,
power supply 9 V compound battery

Colour:  silver

 

992.00.002

EVOline® Elevator 
table frame electrically adjustable in height
made of aluminium, steel and plastic
max. carrying power 100 kg
adjustable table width 110 - 170 cm
adjustable table height 60 - 125 cm

incl. adaptor 230 V 992.00.003

EVOline® Mobilé DockIt 
plate of acrylic, smoky-coloured
410 x 410 mm, for positioning a laptop
incl. rubber mat and two stops for
positions of laptop
length of post 400 mm
incl. table clamp for mounting
to a table
Length of arm = 514 mm

Colour:  silver

Colour:  chrome

992.00.036

992.00.037
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EVOline® presentation 
case made of aluminium

Contents:

EVOline® Port

Lid 931 Port black
Lid 931 Port stainless steel
Lid 931 Port gold

EVOline® Dock

Mounting clamps
Socket 60°, Germany, Austria
with rocking cover
Socket 60°, France, Belgium, Poland
Socket 60°, Switzerland, 10A and 16A
Socket 60°, Denmark
standard and EDV-coded
socket, Great Britain
socket, Italy, 10A/16A
Computer connection VGA
Computer connection serial
Computer connection Mouse/Keyboard
Computer connection DVI-D
Computer connection DVI-A
Computer connection Audio L / R
Computer connection audio input 1 / 2
Computer connection video S-VHS, VHS
Computer connection USB 2.0
Data plate 50 mm with 1 x RJ45 connection 
(Panduit)
Data plate 50 mm with a telephone/data 
socket and
a modular adaptor (Reichle & De-Massari)

EVOline® Express

Socket Type 900, black
Socket Type 901 GST18, black
Socket Type 901 GST18, red
Type 920 empty profile GST18, black
Type 920 angled part GST18, black
Type 920 interference filter GST18, red
Type 920 master/slave GST18, red
Type 920 rocking switch GST18, red
Type 920 cold devices GST18, black
Type 922 with master switch GST18, red
Type 922 with circuit protection switch 
GST18, red
Supply cable 0.5 m GST, red
Connection cable 0.3 m GST, rot

EVOline® Bridge

Catalogues, brochures

EVOline® Demonstration Case 990.90.307

EVOline® Presentation
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Schulte Elektrotechnik uses only officially certified products
for data and power supply applications. 

Certificates
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EVOline® Order Information

Germany, 
Austria

France, Bel-
gium, Poland

Great Britain Switzerland Denmark Italy Australia USA, Canada China

Germany
Austria
Netherlands
Italy
Portugal
Spain
Sweden
Norwegia
Finland
Slovenia
Afghanistan
Andorra
Romania
Vatican City
San Marino
Hungary
Estonia
South Korea
Indonesia
Iceland
Chile
Part of El 
Salvador
Bulgaria

France
Belgium
Poland
Monaco
Czechnia
Slovakia
numerous 
former French 
colonies

United Kingdom 
of Great Britain 
and Northem 
Ireland (exclusive)
Ireland 
(exclusive)
Singapore 
(exclusive)
Malaysia 
(exclusive)
Cyprus
Malta
Gibraltar
Botswana
Ghana
Hong Kong
Macau
Brunei
Oman
Kenya
Iraq
Qatar
Parts of El 
Salvador

Switzerland
Liechtenstein
Rwanda

Denmark Italy
Countries in 
Africa 
Countries in 
South America
South Tyrol
Parts of Kenya

Australia
New Zealand
Papua New 
Guinea
China (partially)
Argentina
Uruguay 
Fidji
Parts of Japan

USA
Canada
Mexiko
North America 
(USA), Guate-
mala, Jamaica 
and Venezuela
Dominican 
Republic
Parts of Brasil
Parts of Japan

China
Isarael

Table of Colours
	

Choice of standard colours
More RAL colour tones available.

Table of Countries
	

Which socket is used in which country:

Terms and abbreviations of fibre optic technology:
 

SC: worldwide prevalent glass fibre plug, construction according to IEC 60874-14
SC-Duplex: duplex-Version of SC-plug
SC-RJ: compact version of SC duplex-plug with dimensions of a RJ45 bush, construction according to EN 50377-6-1/1-2

MM = Multi Mode: many modes (light signals) transmit the light, fibre: 50/125 µm, standard also 62,5/125 µm,
for LAN-applications

SM = Single Mode: only one mode (light signal) transmits the light, fibre: 9/125 µm, for application in case of long distances and 
high bandwidths

50/125 µm: indication of fibre geometry, core of fibre measures Ø of 50 μm, cover of fibre measures Ø of 125 μm
OM2: category of fibre quality according to EN 50173, standard quality for LAN applications

Duplex: transmission of signals via two fibres / transmission channels
Simplex: transmission of signals via one fibre / transmission channels 

black red pure white 
RAL9010

light grey
RAL7035

green creamy white
RAL9001

Abbildungen 60° Variante                                       	 	 	 	 	 	 	                 Angaben ohne Gewähr
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EVOline® Order Information

Pixel Video Refresh 
Rate

Band 
Width

Indication of Signal Transmission in Metres. Transmission 
of Signal up to

Solution (horizontal) (vertical) (Hz) (MHz)  5 m 10 m 15 m 20 m 25 m 50 m 75 m 100m

VGA 640 480 75 35 x x x x x x x x

VGA 640 480 85 39 x x x x x x x x

S VGA 800 600 75 54 x x x x x x x -

S VGA 800 600 85 61 x x x x x x x -

XGA 1024 768 75 89 x x x x x x x -

XGA 1024 768 85 100 x x x x x x - -

XGA 1024 768 100 118 x x x x x x - -

1152 864 75 112 x x x x x x - -

1152 864 85 127 x x x x x x - -

1152 864 100 149 x x x x x x - -

S XGA 1280 1024 75 148 x x x x x - - -

S XGA 1280 1024 85 167 x x x x - - - -

U XGA 1600 1200 75 216 x x x - - - - -

U XGA 1600 1200 85 2445 x x - - - - - -

Characteristics of EVOline® VGA Cable:

flame resistant
halogenfree

attentuation 	 f (MHz)	 dB/100 m
		  100	 14,5
impedance 		 75Ω

conductor		3   x 0,5mm Ø (Koax)
cross section 	 1 x 0,4mm Ø (Koax)
		2  x3 x 0,08mm Ø (Koax)

bending radius 	 72 mm

outer diameter	 7,3 ± 0,3 mm

length of transmission see supplementary sheet

Explanations Regarding Cable Matrix VGA

VGA 	 (Video Graphics Adapter), video graphics standard, at least 640 x 480 pixel.

S VGA 	 (Super Video Graphics Adapter) Super-Video Graphics Standard developed by VESA, 
	 the graphics standard, which supports the graphics mode of 640 x 480 pixel with 256 colours
	 up to 1280 x 1024 pixel with at least 16 colours.

XGA 	 (EXtended Graphics Adapter) solution with monitors, displays and digital cameras of 1024 x 768 pixel.

S XGA 	 (Super eXtended Graphics Adapter) solution with  digital cameras of 1280 x 960 pixel.

U XGA	 (Ultra eXtended Graphics Adapter) solution with notebook displays of 1600 x 1200 pixel.

EVOline® VGA Cabel Matrix

The EVOline® VGA cable are halogen-free and flame resistant.
Due to the high quality internal structure of fibres the complete VGA mode is transmitted.
Three co-axial fibres 75 Ohm transmit the RGV signal without loss (depending on length, 
refer to table), six steering fibres serve the transmission of DDC mode and hardware detect. 
The high transmission quality is achieved due to the extremely low attenuation in cons-
truction of co-axial fibres, combined with an optimal synchronization factor.
Furthermore, the performance of the H-V-Sync. Transmission is excellent.

The EVOline® VGA cables are worth their price.
In the end the quality of the transmitted picture counts most, to execute your presentation 
on a permanently exemplary level. Please do not be confused by the number of offers. 
Decide on a high-end product “Made in Germany”.

We wish for you to see CLEARLY! 
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www.schulte.com

Schulte Elektrotechnik
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